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DRYJALL ACCELIORY CEILING TEXTURE DATE: 8/23/73
PROLUCIS KSS PAGE: 1
APFROVALS: ~ PRODUCING FLANT CANCELS: J-5503
: SEATTLE DATE: 12/14/72
T
BULLETIH DESCRIPTION 1 POUNDS | GALIONS |
L 442 Talc, Westal 202 34.20 700
441 Mono 90 Clay (HC Tale) 14.66 300
187 Clay, Hydrite MP 9,78 200
056 Wyojel Clay 2044 50
221 Whiting 195 24 44 500 i
446 Titaniwn Pigment 3.66 75
040 . Asbestos 7 D-1 4,89 100
350 Monsanto KGR Resin - 1,96 40
330 P, V. Alcohol 49 10
026 Amm,. Pentaborate 15 3
* 245 Cellosize QP4400 A9 10
443 Temtra Sodium Pyrophosphate W15 3
453 Preservative .15 3 f
454 Nopeo PD-1 Defoamer .10 2
074, Burnt Umber - {2 oz.)
- 324 Styrene Aggregate 2.44 50 100 e.f.
TOTAL 106,00 2046
NMANUFACTURING INSTRUCTIONS:
1. See Process Bulletin No, J-4.
2. Dry blend for a minimum of 12 minutes,
3. Package 32 lbs, minimum per bag.
4. % Cellosize QP4400 preferred for this product,
QUALTTY CONTROL:
TH-1B Viseosity, cec per 100 gm to give 6" 185 - 200
diameter patty :
- TM=-3A Bond ° Equal to Standard
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